
MILWAUKEE, WISCONSIN

GENERAL MITCHELL INTL(MKE)
AL-262 (FAA)

MILWAUKEE, WISCONSIN

GENERAL MITCHELL INTL(MKE)

5000

TOP ALTITUDE:

125.35  307.0  (NW)

135.875  317.725  (SE)

MILWAUKEE DEP CON

121.8  263.125

GND CON

CPDLC

120.8

CLNC DEL

126.4

D-ATIS

MITCHELL NINE DEPARTURE

MITCHELL NINE DEPARTURE

NOTE:  Chart not to scale.

DEPARTURE ROUTE DESCRIPTIONT

minutes after departure.

Expect RADAR vectors to join filed/assigned route. Expect clearance to filed altitude ten

TAKEOFF ALL RUNWAYS: Turn to assigned heading, maintain 5000 or assigned altitude.

  filed/assigned route.

NOTE: Non-RNAV aircraft, expect vectors to

  10000'.

NOTE: Utilize BRAVE only for aircraft filed below

  BRAVE, proceed on assigned route.

NOTE: From over HAWKN, CYNDI, SQUIB, or

  assigned route.

NOTE: From over GREAS direct JAYEX, then on
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   to 1000.

   minimum climb  of 255' per NM

Rwy 31:  300-1    or standard with

   to 1100.

   minimum climb of 293' per NM

Rwy 7R:  300-1    or standard with

Rwy 1L/R, 7L, 13, 19L/R, 25L/R:  Standard.

TAKEOFF MINIMUMS

BAE116.4

BADGER

Chan 111

JAYEX

SQUIB

HAWKN

GREAS

BRAVE

CYNDI

AS ASSIGNED

MILWAUKEE DEP CON

AS ASSIGNED

MILWAUKEE DEP CON

135.875  317.725

MILWAUKEE EAST DEP CON

125.35  307.0

MILWAUKEE WEST DEP CON

(MKE9.BUBLR)

(MKE9.BUBLR)

23334

10AUG23

RADAR required.
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